
Literature Code: 
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Made in  
the U.K.

VanGuard HD  
(+ FS Grade)

Your Product Datasheet



We are a formulator,  
manufacturer and exporter of 
epoxy and polyurethane resin 
flooring products. 

Based in Yorkshire, we have been 
manufacturing resin products 
since 2009. 

We are a dedicated team of 
professionals who dedicate 
ourselves to the highest  
industry standards. 

VanGuard HD
VanGuard HD is a 100% solids high build  
epoxy floor coating, based on advanced  
resin technology. 

VanGuard HD is chemical resistant and highly 
abrasion resistant - perfectly suited to busy 
manufacturing and warehousing facilities. 

A FeRFA Type 3 Product, VanGuard HD is the 
most robust type of floor coating available 
and provides a fantastic, easy to clean and 
professional surface for a wide variety of 
industrial environments. 
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• Highly Abrasion Resistant 

• 100% Solids, Solvent Free

• Anti Microbial Grade Available

• Excellent Adhesion Properties

• Low Odour & Low VOC

Why choose Vuba  
VanGuard HD?

Workshops & Warehouses
VanGuard HD is a long lasting, attractive 
and professional epoxy floor coating 
designed to set a high standard in 
industrial environments.

Product & Manufacturing 
VanGuard HD is robust and available 
in both anti slip and ‘Food Safe’ anti 
microbial grades to suit heavy duty 
manufacturing and food production 
facilities. 

Domestic Environments
Epoxy floor coatings have become  
increasingly popular for their highly  
abrasion resistant and glossy  
attractive finish. 

5S, JIT & Lean Production
A gloss, attractive, professional and easy 
to clean floor surface is an important part 
of any production and warehouse plan. 

Common uses for VanGuard

Welcome to the Vuba Resin Revolution
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Official slip resistance training

Chemical resistance

Temperature resistance

Dry 50 |  Wet 30
The method used for obtaining these results is  
BS7976 pt1-32002.

The slip resistance of a floor surface can vary as a result 
of the installation process, conditions at the time of 
application and subsequent traffic. Inappropriate 
cleaning or maintenance can adversely affect the 
performance. For further advice on potential wet  
areas please consult Vuba.

Chemical resistance is officially classified as ‘Excellent’. 
Consult us for information about resistance to specific 
chemicals. 

VOC Rating

VOC <30 g/l

VanGuard HD is capable of withstanding temperatures 
up to 70°C.
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VanGuard HD Properties

System  
Thickness

Product  
Composition Product Size Substrates to be  

applied on to Shelf Life Colours Available

200 to 250  
microns

2 parts 
1x Activator 1x Resin 5kg or 20kg

Concrete

12 months  
(in sealed containers) See colour chart

Wood

Porous Tiles

Cementitious Screeds

Most Primed Surfaces

Coverage 
Rates (per 5kg) Pot Life Recoat Time Light Traffic Full Traffic

20m2 ave. per 
coat. 1st coat 
16m2. 2nd coat 
24m2. 

45 minutes once 
mixing is complete 16-24 Hrs 18-28 Hrs  

(Temp Dependent)
24-28 Hrs  
(Temp Dependent)

Welcome to the Vuba Resin Revolution



Where over-coating other systems such as epoxy 
coatings or screeds, as part of a specified composite 
system, these should be tack free, but not fully cured. 
For fully cured floor coatings remove any coatings 
mechanically first.

Can be applied at a temperature between 10°C  
and 25°C.

Vuba recommend that Vuba VanGuard HD floors 
should be cleaned with a regular industrial cleaning 
regime with a floor scrubber utilising a soft bristle 
brush and Vuba. Industrial Floor Cleaner or similar 
with dirty water being removed.

Preparation and maintenance

Preparation

New concrete / moisture 

Existing concrete floors

Application temperature

Maintenance and cleaning

Where the relative humidity of a concrete exceeds 75% 
Hydraguard should be specified and selected on the basis of 
hygrometer readings in accordance with BS 8203.

New concrete floors
New concrete must be clean, 
sound, dry and fully cured and 
surface laitance removed preferably 
by enclosed shot blasting or 
mechanical grinding, a minimum 
strength of 25N/mm2 is required.

Timber floors
Must be clean, sound, dry. Old clear 
varnish/topcoat must be removed/
sanded prior to application, as it 
may affect the inter- coat adhesion 
with Spartacoat Clear.

Existing concrete floors
Remove all dirt, oil, grease or other 
surface contaminants by enclosed 
shot blasting, scarification or 
mechanical grinding. Fats, oils 
or greases must be removed by 
mechanical means and detergent 
washing. Local repairs should be 
carried out using a suitable vuba 
repair product.

Vuba VanGuard HD is formulated from 
materials designed to achieve the 
highest level of performance as safely as 
possible. However, specific components 
require proper handling and suitable 
equipment, this information is given 
in the relevant safety data sheets. In all 
cases, spillages or skin contamination 
should be cleaned as soon as practically 
possible, by dry wiping of the affected 
area, and thorough washing with soap 
and water.

Health and safety 

Welcome to the Vuba Resin Revolution
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Welcome to the Vuba Resin Revolution

VanGuard HD-FS AntiMicrobial Grade

Sample Species
Contact Time Reduction (Control)

0 hours 24 hours Log 10 %

Control VanGuard HD-FS E. coli 1.1E+04 1.8E+05

VanGuard HD With Biomaster 961 E. coli 1.1E+04 < 11.11 ≥ 4.22 ≥ 99.99%

Control VanGuard HD-FS S. aureus 1.8E+04 2.5E+03

VanGuard HD With Biomaster 961 S. aureus 1.8E+04 1.2E+01 2.3 99.55%

Determination of Antibacterial Activity using Test Based on MOD ISO 22196 

The above data show the difference in the population following contact with the surface of 
the samples listed for 24 hours at 35°C under a RH of > 95% relative to the control sample.

Date Reported: 21/08/2020 | Results (AS CFU CM -2 )
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Application Instructions

Mixing 
Pour all of the Part B Hardener into the 
Part A epoxy and mix using a helical 
spinner. It is important to not part mix 
the epoxy resin, as it is pre-weighed in 
exact proportions. 

Mixing should take approximately 2 
minutes. It is important to remember 
that the mixing procedure begins an 
exothermic reaction. The longer the 
epoxy stays in one mass, the quicker the 
reaction process will take place. Therefore 
it is important to expedite application, 
and / or transfer VanGuard into smaller 
containers.

Application
Best results are obtained in warm conditions 
(Above 15oC). Apply with a medium pile roller 
working well into the surface. Edges and difficult 
to reach areas may be applied thinly by brush.

It is recommended to apply two coats. The first 
coast will have a reduced coverage rate to the 
second. Approximately 16m2  from a 5kg kit as  
a first coat and 24m2 from a 5kg kit as a  
second coat. 

Allow the first coat to cure for 24 hours and then 
apply the second coat. Leave the second coat 48 
hours before trafficking (in good temperatures). 

An anti-slip finish may be achieved by 
broadcasting the first coat to saturation, with 
kiln dried aggregates at 3 - 4kg/m2. Allow the 
first coat to cure for 24 hours at 15 oC (or longer 
in colder temperatures) then remove all excess 
sand with a stiff broom and vacuum. Apply a 
second coat to encapsulate the grains. The rate 
of coverage for the second coat will depend on 
surface profile but will be significantly reduced 
from the first coat (and coverage advice given 
with this document). 



Full colour range available
Industrial & Commercial Colours 

Welcome to the Vuba Resin Revolution
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Industrial Colours

Commercial Colours

Vuba

Heritage Green

 Titanium

Jade

Graphite

Rosa 

Capri

Safety Red

Black

Safety Yellow Royal Blue Emerald Green

Ivory WhiteMid GreyLight Grey Dark Grey



+44 (0) 1482 778897
sales@vubagroup.com
vubaresinproducts.com

Vuba Building Products Ltd
Units B2-B4, Grovehill 
Industrial Estate, Annie Reed 
Road, Beverley, HU17 0LF

Vuba USA LLC
OIA Global, 160 Scott St, 
Elk Grove Village, IL 60007, 
United States
theresinstore.com

Meet your team

Lucy Ackroyd 
Account Manager 
lucy.ackroyd@vubagroup.com

Jade Tyson 
Customer Experience 
jade.tyson@vubagroup.com

Jade Marie 
Logistics Manager 
jade.marie@vubagroup.com

Paul Cooper 
Account Manager 
paul.cooper@vubagroup.com

Lewis Ashton 
Technical Manager 
lewis.ashton@vubagroup.com

Shelley Ashley 
Account Manager 
shelley.ashley@vubagroup.com

Sean Scott 
Specification Manager 
sean.scott@vubagroup.com

Emily Wheeldon 
Account Manager 
emily.wheeldon@vubagroup.com

Here is the team that will work for you to help you 
achieve the best results for your project. 

For general enquiries you can use our general details 
at the bottom of the page. 

Search Vuba


