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Epiprime (Resin)

Identification of the substance / preparation and the company1

Product name Epiprime (Resin)

Company Vuba Supplies Limited 
 Unit C, Venture Business Park,  
 Subway Street 
 Hull HU3 4EL  

Email supplies@vuba-group.co.uk

Web www.vubasupplies.co.uk

Telephone +44 (0)1482 778897

Fax +44 (0)1482 424081

Hazards identification3

Main hazards Irritating to eyes and skin. May cause sensitisation by skin contact. Toxic to aquatic organisms, 
may cause long-term adverse effects in the aquatic environment. Possible risk of impaired 
fertility. Possible risk of harm to the unborn child.

Solvent free epoxy primer to seal and prime substrates before application

First aid measures4

Skin contact In case of contact, immediately flush skin copiously with water for at least 15 minutes 
while removing contaminated clothing and shoes. Wash clothing before reuse.Clean shoes 
thoroughly before re-use. Obtain medical attention.

Eye contact In case of contact, immediately flush skin copiously with water for at least 15 minutes while 
removing contaminated clothing and shoes. Wash clothing before reuse. Clean shoes 
thoroughly before re-use. Obtain medical attention.

Inhalation If inhaled, remove to fresh air. If not breathing, give artificail respiration. If breathing is difficult, 
give oxygen. Obtain medical attention.

Ingestion Do NOT induce vomiting unless directed to do so by medical personnel. Never give anything 
by mouth to an unconsicious person. Provided the patient is conscious, wash out mouth with 
water. Get medical attention if symptoms appear.

Hazardous ingredients Conc. CAS EINECS Symbols/Risk phrases

Bisphenol A-(epichlorhydrin) 
(reaction product)

70-80% 25068-38-6 500-033-5 Xi; R36/37/38 R43 N; R51/53

Nonylphenol 1-10% 25154-52-3 246-672-0
Repr Cat 3; R62 Repr Cat 3;  
R62 Xn; R22 C; R34 N; R50/53

2-methoxy-1-methylethyl acetate 
(1-Methoxypropylacetate)

1-10% 108-65-6 203-603-9 R10 Xi; R36

Glycidylether of a C12/C14-alcohol mixture 10-20% 68609-97-2 271-846-8 Xi;R36 Xi;R38 Xi;R43 N;R51/53

Composition / information on ingredients2
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Handling and storage7

Handling Keep away from heat. Keep away from sources of ignition. Empty containers may still contain 
significant residual amounts of the product. Ground all equipment containing material. Do not 
ingest. Do not breathe gas/fumes/vapour/spray. Wear suitable protective clothing. If ingested  
seek medical advice immediately and show the container or the label.

Storage Keep container dry and tightly closed in a cool and well ventilated place.

Further information on  Use original container.
Storage Requirements

Accidental release measures6

Personal precautions Splash goggles. Protective overalls/suit. Boots. Gloves. Select appropriate protective clothing for 
the size of the spillage.

Environmental precautions  Absorb with an inert material and put the spilled material in an appropriate waste disposal.
and cleanup methods

Exposure controls / personal protection8

Exposure limits

2-methoxy-1-methylethyl acetate WEL 8-hr limit ppm: 50 WEL 8-hr limit mg/m3: 274
(1-Methoxypropylacetate)  WEL 15 min limit ppm: 100 WEL 15 min limit mg/m3: 548

Engineering measures Provide exhaust ventilation or other engineering controls to keep the airbourbe concentrations 
of vapours below their respective threshold limit value. Ensure that eyewash stations and safety 
showers are close to the workstation location.

Hand protection Butyl rubber gloves. Neoprene gloves. Nitrile gloves. PVC gloves.

Eye protection Spash goggles.

Skin and Body Overalls or lab coat.

Hygiene Measures Wash hands, forearms, and face thoroughly after handling compounds and before eating, 
smoking, using lavatory and at the end of the day.

Fire fighting measures5

Suitable extinguishing SMALL FIRE - Use DRY chemical powder. 
media  LARGE FIRE - Use water spray, fog or foam. Do not use water jet. 

Protection of fire-fighters Be sure to use an approved/certified respirator or equivalent. 

Special protective  Fire-fighters should wear appropriate protective equipment and self-contained breathing
equipment for fire-fighters apparatus (SCBS) with a full face-piece operated in positive pressure mode. PVC boots, gloves, 

safety helmet and protective clothing should be worn.

Hazardous thermal  Polymerises exothermically with amines, mercaptans and lewis acids at ambient
decomposition products temperatures and above.
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Stability and reactivity10

Stability The product is stable.

Conditions to avoid Caustic soda can induce vigorous polymerisation at temperatures around 200°C.

Materials to avoid Avoid string oxidising agents, caustic soda, bases, ammonia, primary and secondary amines, 
alcohols and acids.

Hazardous decomposition Polymerises exothermically 
products

Ecological information12

Ecotoxicity May cause long-term adverse effects in the aquatic environment. Toxic to aquatic organisms. 
May cause long-term adverse effects in the aquatic environment.

Degradability No evidence of biodegradability.

Bioaccumulation This product shows a high bioaccumulation potential.

Toxicological information11

Acute toxicity Acute oral toxicity (LD50): 11400 mg/kg (Rat) (BISPHENOL-EPICHLOROHYDRIN RESIN). Acute 
dermal toxicity (LD50): 1200 mg/kg (Rat). (BISPHENOL-EPICHLOROHYDRIN RESIN).

Sensitization Hazardous in case of skin contact (irritant).

Skin contact Hazardous in case of skin contact (irritant).

Eye contact Hazardous in case of eye contact (irritant).

Description Liquid.

Colour Clear.

Odour Slight.

pH7  (neutral)

Boiling point > 200°C

Flash point > 150°C

Relative density approx. 1.10

Viscosity Flow Time in 3mm ISO cup (ISO 2431) - 10 - 16 poise @ 20°C

VOC (Volatile organic 39 g/l
compounds)

Physical and chemical properties9

Disposal considerations13

Disposal methods Waste must be disposed of in accordance with federal, state and local environmental control 
regulations.
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Transport information14
ADR/RID

  UN    3082   Packing group   III

  Class    9   Hazard ID   90

  Proper Shipping  ENVIRONMENTALLY  
 Name   HAZARDOUS SUBSTANCE,  
    LIQUID, N.O.S,  (contains epoxy 
    resin).

IMDG

  UN    3082   Packing group   III

  Class    9    Marine pollutant  .

  EmS Code   F-A S-F

IATA

  UN    3082   Packing group  III

  Class    9    Subsidiary risk   -

  Packing Instruction 914   Maximum quantity  450 L 
  (Cargo) 

  Packing Instruction 914   Maximum quantity  450 L 
  (Passenger)

Regulatory information15

Symbols     N - Dangerous for  
Xn - Harmful  the environment

 

Risk phrases R36/38 - Irritating to eyes and skin. 
R43 - May cause sensitisation by skin contact. 
R51/53 - Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic 
environment. 
R62 - Possible risk of impaired fertility. 
R63 - Possible risk of harm to the unborn child.

Safety phrases S24 - Avoid contact with skin. 
S29 - Do not empty into drains. 
S37 - Wear suitable gloves.
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Other information16

Text of risk phrases R10 - Flammable. 
in Section 2 R22 - Harmful if swallowed. 

R34 - Causes burns. 
R36 - Irritating to eyes. 
R36/37/38 - Irritating to eyes, respiratory system and skin. 
R38 - Irritating to skin. 
R43 - May cause sensitisation by skin contact. 
R50/53 - Very toxic to aquatic organisms, may cause long-term adverse effects in the aquatic 
environment. 
R51/53 - Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic 
environment. 
R62 - Possible risk of impaired fertility.

Product Subcategory Binding primers.  750 g/l

Maximum content of VOC 39 g/l
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Epiprime (Activator)

Identification of the substance / preparation and the company1

Product name Epiprime (Activator)

Company Vuba Supplies Limited 
 Unit C, Venture Business Park,  
 Subway Street 
 Hull HU3 4EL  

Email supplies@vuba-group.co.uk

Web www.vubasupplies.co.uk

Telephone +44 (0)1482 778897

Fax +44 (0)1482 424081

Hazards identification3

Main hazards Causes severe burns. May cause sensitisation by skin contact. Very toxic to aquatic organisms, 
may cause long-term adverse effects in the aquatic environment.

Solvent free epoxy primer to seal and prime substrates before application

First aid measures4

Skin contact Remove affected person from source of contamination. Rinse the skin immediately with lots of 
water. Get medical attention promptly if symptoms occur after washing.

Eye contact Remove victim immediately from source of exposure. Make sure to remove any contact lenses 
from the eyes before rinsing. Promptly wash eyes with plenty of water while lifting the eye lids. 
Continue to rinse for at least 15 minutes and get medical attention.

Inhalation Move the exposed person to fresh air at once. Provide rest, warmth and fresh air. Get medical 
attention.

Ingestion  DO NOT INDUCE VOMITING ! NEVER MAKE AN UNCONSCIOUS PERSON VOMIT OR DRINK FLUIDS 
! RInse mouth thoroughly. Promptly get affected person to drink large volumes of water to 
dilute the swallowed chemical. Get medical attention immediately ! Provide rest, warmth and 
fresh air.

Hazardous ingredients Conc. CAS EINECS Symbols/Risk phrases

N-aminoethylpiperazine 1-10% 140-31-8  205-411-0 Xn; R21/22 C; R34 R43 R52/53

2,4,6-Tris(dimethylaminomethyl)phenol 1-10% 90-72-2 202-013-9 Xn; R22 Xi; R36/38

Amino terminated polyether 1-10% 9046-10-0 C;R34/41

Benzene-1,3-dimethanamine 1-10% 1477-55-0 216-032-5 C; R35 Xn; R20/22

Dodecylphenol 20-30% 121158-58-5 C; R35 N; R50/53

tert-BUTYL PHENOL 20-30% 98-54-4 Xi; R36/38 N; R51/53

trimethylhexane-1,6-diamine 1-10% 25620-58-0 C; R34 Xn; R22 Xi; R43 R52/53

Composition / information on ingredients2
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Handling and storage7

Usage Precautions Avoid spilling, skin and eye contact. Provide good ventilation.

Storage Precautions Store in tightly closed original container in a dry, cool and well-ventilated place. Keep in original 
container.

Accidental release measures6

Clean up methods Stop leak if possible without risk. DO NOT touch spilled material !! Wear necessary protective 
equipment. Absorb in vermiculite, dry sand or earth and place into containers. Wash thoroughly 
after dealing with a spillage. Runoff or release to sewer, waterway or ground is forbidden. Inform 
Authorities if large amounts are involved.

Exposure controls / personal protection8

Engineering measures No specific ventilation requirements noted, except this product must not be used in a confined 
space without good ventilation.

Respiratory protection No specific recommendation made, but respiratory protection may still be required under 
exceptional circumstances when excessive air contamination exists.

Hand protection Use protective gloves.Eye protectionUse approved safety goggles or face shield.

Ingredient Comments OES - Occupational Exposure Standard.

Other Protection Wear appropriate clothing to prevent any possibility of skin contact.

Hygiene Measures DO NOT SMOKE IN WORK AREA !. Wash at the end of each work shift and before eating, smoking 
and using the toilet. Wash promptly if skin becomes wet or contaminated. Promptly remove any 
clothing that becomes contaminated. When using do not eat, drink or smoke.

Description Liquid.

Colour Amber.

Odour Characteristic.

Boiling point > 200°C

Viscosity 130 cps 25

VOC (Volatile organic  39 g/l
compounds)

Physical and chemical properties9

Fire fighting measures5

Extinguishing media Fire can be extinguished using: Carbon dioxide (CO2).  Foam. Water Spray, fog or mist.
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Stability and reactivity10

Stability Stable under normal temperature conditions.

Conditions to avoid Avoid contact with acids and oxidising substances.

Hazardous decomposition High temperatures generated. Vapours/gases/fumes of: Carbon monoxide (CO).
products  Carbon dioxide (CO2)

Ecological information12

Ecotoxicity Dangerous for the environment. May cause long-term adverse effects in the environment.

Disposal considerations13

Disposal methods Dispose of waste and residues in accordance with local authority requirements.

Toxicological information11

Skin contact May cause sensitisation by skin contact. Harmful in contact with skin. Causes burns.

Eye contact Irritating to eyes.

Ingestion Harmful if swallowed.

Route of entry Inhalation. Ingestion. Skin and/or eye contact.

Transport information14

ADR/RID

  UN    2735   Packing group   III

  Class    8   Hazard ID   80

  Proper Shipping  AMINES, LIQUID, CORROSIVE  
 Name   N.O.S,

IMDG

  UN    2735   Packing group   III

  Class    8    Marine pollutant  .

  EmS Code   F-A S-B

IATA

  UN    2735   Packing group  III

  Class    8    Subsidiary risk   -

  Packing Instruction 820   Maximum quantity  60 L 
  (Cargo) 

  Packing Instruction 818   Maximum quantity  5 L 
  (Passenger)
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Regulatory information15

Symbols     N - Dangerous for  
C - Corrosive  the environment

 

Risk phrases R35 - Causes severe burns. 
R43 - May cause sensitisation by skin contact. 
R50/53 - Very toxic to aquatic organisms, may cause long-term adverse effects in the aquatic 
environment.

Safety phrases S24 - Avoid contact with skin. 
S26 - In case of contact with eyes, rinse immediately with plenty of water and seek medical 
advice. 
S28 - After contact with skin, wash immediately 
S29 - Do not empty into drains. 
S36/37/39 - Wear suitable protective clothing, gloves and eye/face protection. 
S45 - In case of accident or if you feel unwell, seek medical advice immediately  
(show the label where possible).

Other information16

Text of risk phrases R20/22 - Harmful by inhalation and if swallowed. 
in Section 2 R21/22 - Harmful in contact with skin and if swallowed. 

R22 - Harmful if swallowed. 
R34 - Causes burns. 
R35 - Causes severe burns. 
R36/38 - Irritating to eyes and skin. 
R43 - May cause sensitisation by skin contact. 
R50/53 - Very toxic to aquatic organisms, may cause long-term adverse effects in the aquatic 
environment. 
R51/53 - Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic 
environment. 
R52/53 - Harmful to aquatic organisms, may cause long-term adverse effects in the aquatic 
environment.

Product Subcategory Binding primers.  750 g/l

Maximum content of VOC 39 g/l


