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Product Description
Water Based Polyurethane Floor and Wall Sealer

Introduction
Vuba-Duraseal is a highly durable and hygienic, 
water based floor sealer. Based on a UV stable 
polyurethane system, Duraseal helps to protect a 
wide range of surfaces to provide a smooth matt 
or silk effect in a clear finish to floors and even 
walls internally or externally. Offering excellent 
resistance to abrasion, impact and chemical 
spillages, Vuba polyurethane floor sealer helps to
ensure your underlying floor or wall surface lasts
longer, preventing discolouration in exposure to
UV light.

Components
Each unit of Duraseal comprises of one part Resin 
(Base) and one part Hardener. Both components 
are pre-weighed and ready to mix.

Size
5 Litre Unit

Components
Each unit of Duramatt comprises of one part 
Resin and one part Activator. Both components 
are pre-weighed and ready to mix.

Coverage Guide
You can typically achieve up to 40m2 per coat
with a 5 litre unit depending on the substrate type
and condition. Smooth surfaces in good condition
are more likely to achieve the full coverage than
rough and damaged substrates. The thickness
applied can also affect coverage achieved. Please
contact us if you require further advice.

Tip: Try to avoid under ordering and leaving
yourself short on material. Applying in sections
will not guarantee a uniform finish.

Appearance
Vuba water based floor sealer cures to a clear 
smooth matt or silk finish.

Note: Depending on the thickness applied, your
matt floor sealer may impart a semi-opaque
surface, usually only to dark colours and light
darkening of some coated surfaces may also
occur. 

Availability
We aim to dispatch all standard orders received
before 12pm for next day delivery. Bespoke and
non-stock items may take up to 3-5 days.

Typical Installations
This clear sealer is a versatile option for coating 
floors and walls, internally and externally.
Generally used to protect surfaces and offer a 
matt or silk finish as a top coat over existing paint 
finishes and screeds. Besides general use in 
warehouse and garage environments, the 
hygienic properties of the matt sealer often prove 
popular in food factory and pharmaceutical/heal-
thcare environments. The UV stability and low 
VOC of this product also allow for effective top 
coat application in external environments. 

Anti Slip
By using aggregate with this sealer you can
achieve a ‘Low’ rating for slip resistance
according the BS 7976 pt 1-3 2002. Vuba-Adsafe 
can be applied in various ways. For the 
recommended two coat application, you should 
broadcast the additive into the first coat and seal 
in with the second once cured. For more detailed 
guidance and alternative methods, including 
single coat application, please consult the 
Vuba-Adsafe product data sheet.                                                                                                                        

Important: Anti slip additive will be visible within 
the clear sealer. Visibility will depend upon the
method of application and the total amount
added. Where this could be an issue we would 
recommend our non-abrasive grade of 
Vuba-Adsafe for a lightly textured non-slip finish. 
Please contact us for guidance.    
                                                                                                                        
Note: The slip resistance of a floor surface can 
vary as a result of the installation process, 
conditions at the time of application and 
subsequent traffic. Inappropriate cleaning or 
maintenance can adversely affect the performan-
ce. For further advice on potential wet areas 
please consult Vuba Supplies.                    

Durability
This clear floor sealer offers a general life
expectancy of over 2 years, based on successful
application and good housekeeping and
maintenance. Duraseal is ideal for most areas
subject to heavy duty wear and abrasion. 

Thickness
Dry Film: 40 microns

Substrates
Duramatt is suitable for most industrial and 
domestic surfaces including concrete, plaster and 

wood. Matt floor sealer is also commonly used as 
a seal coat on a variety of Vuba wall and flooring 
systems including epoxy resin floor screeds and 
paints.

Samples
To ensure that you are choosing the right product 
for the job, we always recommend purchasing an 
appropriately small amount to trial first. This 
allows you to gauge the achievable coverage as 
well as seeing the type of finish and colour in 
person, which may sometimes appear differently 
to on the screen or printed out. This is also a 
good chance to practice the application method 
which may be a useful process if previous 
experience with two part matt floor sealers is 
limited. Hard samples may also be available upon 
request and can usually be posted within 1-2 
days.

Preparation
To ensure maximum adhesion and performance 
from Vuba products the correct preparation 
methods must be adhered to. Please see our 
‘Vuba Floor Preparation Data Sheet’ for more 
information.

Tip: Ensure you have a mixing area clearly set out 
and you have planned the application process 
well before mixing, ensuring all tools are ready to 
be used so that the product pot life can be used 
effectively.

Priming
Duraseal is generally self priming. If the existing
substrate is particularly weak or porous, then
priming with Vuba-Epiprime may be necessary.

Note: Substrate contamination or moisture levels
may change the recommended primer. Contact
us for advice if you are unsure.

Mixing
Add the full contents of Activator B to the Resin A 
container and mix with a slow speed stirrer for at 
least two minutes.

Important: Both liquids are pre-weighed and 
designed to be mixed together in their entirety. It 
is essential that the full amounts are mixed 
together and until homogenous to ensure the 
product cures correctly and to the desired 
uniform finish.
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Technical Data

Slip Resistance   Silk: Dry > 50    Matt: Dry > 60
   Wet – please consult Vuba
   Method BS7976 pt1-3 2002

Temperature Resistance  Tolerant of temperatures up to 60ºC
VOC content  < 1 g/l 
Solids content   38%

Note: For any specific technical data not covered here, please contact our technical department.

suppliesvubaVuba Supplies Limited Unit C, Venture Business Park, Subway Street, Hull HU3 4EL
Call: 01482 778897  Fax:  01482 424081  Email:  supplies@vuba-group.co.uk

Vuba-Seal Duraseal

Ambient Temperature
Before applying this clear floor sealer, the user 
should ensure the surface temperature is within 
5-30ºC, with a recommended ambient 
temperature of over 10 ºC. The relative humidity
of the existing substrate should be a maximum
of 70%. Once cured, Duraseal is tolerant of
sustained temperatures of up to 60 ºC.

Note: Where possible it is recommended that
the application area is heated to a minimum
temperature of 15 ºC ideally to allow the ambient
and substrate temperature to stabilise prior to
installation.

Tip: Moisture levels are usually only a potential
issue with new concrete screeds. If you are 
unsure, use a Vuba Hydrometer to test the 
surface and get the timing right.

Mixing
Add the full contents of Hardener B to the Resin 
(Base) A container and mix with a slow speed 
stirrer for at least two minutes.

Important: Both liquids are pre-weighed and
designed to be mixed together in their entirety.
It is essential that the full amounts are mixed
together and until homogenous to ensure
the product cures correctly and to the desired
uniform finish.

Application Technique
Pour into a paint tray and transfer onto the floor or 
wall surface using standard floor paint brushes to 
cut in at the edges and intricate areas. Roll over 
open areas using a medium pile nylon roller. Our 
coating application kits contain all the appropriate 
items. Push the resin well into the surface making 
sure the floor or wall is fully wetted and then pull 
back lightly with the roller to the required 
thickness. Allow first coat to cure and reapply in 
the same manner if a second coat is required. 
Follow the cure schedule stated below for timing 
guidance.

Note: Try to avoid leaving roller marks which will 
become more clearly visible once the coating has 
cured. Minimise by avoiding excessive application 
and ensure cross rollering on the second coat. 
The use of a paint tray is recommended for best 
results.

Tip: Several coats may be required for good 
opacity to cover a patchy substrate.

Tool Cleaning
Vubasolve xylene solvent should be used to clean 
any reusable tools. Splashes or spillages can also 
be removed with the help of Vubasolve and 
wiping with rags.

Tip: Remove your roller refill from the frame 
immediately after application so the frame can be 
used again.

Cure Schedule (20ºC)
Pot Life:  1-2 hrs
Overcoating:  6-8 hrs
Light Traffic:  12-16 hrs
Heavy:  48 hrs
Full Cure:  7 days

Note: For lower temperatures the times will be 
extended, and equally shortened for higher 
temperatures.

Maintenance
Duraseal floors can be easily cleaned using
Vuba-Supaclean heavy duty alkaline cleaner. Our
tyre mark remover is also safe to use on this clear 
floor sealer if required.                                                                                                                           

Note:  Duraseal in a matt finish will usually require 
a more thorough cleaning regime than a similar 
gloss finish as it has a micro texture. The more 
matt a surface the more likely it is that the surface 
will be less easy to clean. 

Tip: For a longer lasting floor covering, general
good housekeeping is always worthwhile. You
ought to clean regularly and ensure any spillages
are immediately addressed.

Health and Safety
Please read the relevant Material Safety Data
Sheets provided for this product before
commencing application.


