
Product Description
Gloss Epoxy Floor Screed

Introduction
Vuba-Screed Epilevel is a hard wearing epoxy resin 
floor screed with a highly attractive gloss finish. 
This contemporary gloss epoxy resin floor screed 
is designed to provide a smooth, easy to clean and 
chemical resistant finish with a chic high gloss.

Composition
Solvent free epoxy resin combined with graded 
quartz aggregates.

Size
30kg Unit

Components
Each unit of Vuba-Screed Epilevel comprises 
of three components: Resin A, Activator B and 
Aggregate C. All components are pre-weighed 
and ready to mix.

Coverage Guide
You can expect to achieve up to 7.5m2 @ 2mm 
thickness. Please contact us if you require further 
advice. 

Tip: Never overestimate the coverage and be 
sure not to under order. Finishing off another day 
has major implications on your gloss epoxy floor 
screed finish.

Appearance
Vuba-Screed Epilevel offers a smooth gloss 
finish in a range of attractive colours including 
a slightly off-white. If you require a matt epoxy 
finish, then you can seal with Vuba-Seal Duramatt. 
Alternatively you might consider our matt 
polyurethane screed, Polylevel. 

Important: Apply any seal coats within 48hrs to 
avoid intercoat contamination.

Availability
We aim to dispatch all standard orders received 
before 12pm for next day delivery. Custom colours 
and non-stock items may take up to 3-5 days.

Typical Installations
Vuba-Screed Epilevel is ideal for areas subject 
to heavy wear that require a smooth and easily 
cleanable surface such as storage areas, dry 
processing, engineering, laboratories etc. Due 
to the attractive finish, this gloss epoxy floor 
screed is highly popular in domestic applications 
and is successfully applied in studios, kitchens, 
bathrooms and living areas.
 
Important: To avoid imperfections, we highly 
recommend using an experienced contractor for 
the application of this product.

Durability
This gloss epoxy floor screed cures to a high level 
of abrasion resistance for industrial applications.

Thickness
Recommended between 2-3mm.

Tip: If you require extra thickness, contact us for 
information on our self-levelling compounds that 
can be under laid, also helping to save costs! 

Substrates
Vuba-Screed Epilevel gloss epoxy floor screed 
adheres well to a range of surfaces including 
concrete, grano and marine ply. Please contact us 
if you have an enquiry relating to other surfaces.

Samples
To ensure that you are choosing the right product 
for the job, we always recommend purchasing 
an appropriately small amount to trial first. This 
allows you to gauge the achievable coverage 
as well as seeing the type of finish and colour in 
person, which may sometimes appear differently 
to on the screen or printed out. This is also a good 
chance to practice the application method which 
may be a useful process if previous experience 
with epoxy flooring is limited. Hard samples may 
also be available upon request and can usually be 
posted within 1-2 days.

Preparation
To ensure maximum adhesion and performance 
from Vuba products the correct preparation 
methods must be adhered to. Please see our 
‘Vuba Floor Preparation Data Sheet’ for more 
information which may prove useful before 
priming. When applying onto a timber subfloor, 
please ensure you consult the ‘Timber Subfloor 
Construction’ data sheet. 

Important: You must fix any stop ends to control 
the self-smoothing flow of the applied material.

Tip: Ensure you have a mixing area clearly set out 
and you have planned the application process 
well before mixing, ensuring all tools are ready to 
be used so that the product pot life can be used 
effectively.

Priming
It is essential to thoroughly seal the substrate prior 
to application. This can be done in varied ways 
which have varied levels of potential success. 
Although Vuba-Epiprime will apply at a rate of 
25m2 per 5kg, we recommend a spreading rate of 
10-20m2 for best results and to seal the substrate 
effectively. Whilst not always essential, we 
recommend a second coat at the same spreading 
rate as a further precaution. Mix and apply your 
epoxy floor screed within 48 hrs of priming to 
ensure an effective bond.
 
For best results: Where the chance of 
imperfection must be kept to a bare minimum, 
two layers of screed is recommended to ensure 
the substrate has been fully sealed. For each 
layer, priming with Epiprime would be the most 
prudent approach, albeit not always essential 
providing you have followed the Vuba floor 
preparation guide.

Note: It is the responsibility of the client and their 
installer to decide on the balance between cost 
effectiveness and precaution. The choice on 
method of sealing the substrate may be reflected 
in the finish of the product.
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Colours 

Kingfisher Blue

Light Buff

Chablis

Savannah Yellow

Forrest Green

Sterling GreyTuscan Glade

Ivory White

Flint Grey

Salsa Red

Waterfall Blue

Poppy Red

Bamboo

Charcoal Black

Note: The colour(s) represented here act as a 
guide only. If the colour or final aesthetics are of 
prime concern, please contact us and request an 
actual sample of the required colour and product. 
Colour matching to RAL or BS can be offered 
on request from the Technical Department. We 
reserve the right to adjust or discontinue any 
colour in any range. 

Important: Vuba-Screed Epilevel is not 100% 
UV stable. Discolouration may occur over time, 
particularly in areas subject to direct sunlight. 
Contact us if overcoating guidance is required for 
UV resistance.

Application Conditions
Vuba-Screed Epilevel is a free flowing liquid 
which increases in viscosity as the temperature 
lowers. To ensure optimum surface finish an 
ambient temperature in excess of 10°C but not 
higher than 30°C should be provided. 

Mixing
Mix the Resin A and Activator B units together 
thoroughly for at least 60 seconds until even 
coloured. Then add the Aggregate C slowly 
whilst mixing at the same time. Allow to mix for 
a further 3 minutes before application, until a 
completely homogenous mixture is achieved. 

Important: The use of a heavy duty electric drill 
and paddle on a slow speed is essential. Using a 
forced action rotary drum mixer is an effective 
alternative which ensures superior mixing.

Tip: Pre mix the resin component to a uniform 
colour to ensure a homogenous mixture.

Application Technique
Spread the mixed gloss epoxy resin screed to the 
required thickness using a trowel or float to an 
even smooth finish, applying even pressure. After 
10-20 minutes (no longer) use a spiked roller to 
bleed out trapped air across the full surface area. 
Vuba spiked shoes should be worn to enable 
access to the full floor area. 

Important: Ensure under floor heating is turned 
off during application and for the full duration of 
curing.

Tool Cleaning
Vubasolve xylene solvent should be used to 
clean any reusable tools. Splashes or spillages can 
also be removed with the help of Vubasolve and 
wiping with rags.

Cure Schedule (20° C)
Pot Life:   30 minutes
Initial Set:   8-10 hours
Foot Traffic:   24 hours
Heavy Traffic:  3 days
Full Cure:   7 days

Note: For lower temperatures the times will 
be extended, and equally shortened for higher 
temperatures.

 Technical Data
Temperature Resistance < 60oC
Compressive Strength  70 N/mm
Flexural Strength  23 N/mm
Tensile Strength  18 N/mm
VOC   100 g/l

Note: For any other tests results or technical 
information that you may require, please contact 
us.

Maintenance
Your gloss epoxy floor screed can be easily 
cleaned using Vuba-Supaclean heavy duty 
alkaline cleaner. Our tyre mark remover is also safe 
to use on this epoxy floor screed if required. With 
use over time, the epoxy gloss finish may scratch 
or matt down. If a gloss finish is to be maintained 
then Vuba-Supasheen high solids polish can be 
applied to ensure surface protection.

Tip: For a longer lasting floor covering, general 
good housekeeping is always worthwhile. You 
ought to clean regularly and ensure any chemical 
spillages are immediately addressed.

Shelf Life
12 months in opened packaging. Keep out of 
direct sunlight & store in a dry place, not below 
15°C.

Health and Safety 
Please read the relevant material safety data sheet 
for this product provided in compliance with the 
requirements of EC Directive 91/155.
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