
Product Description
Food Safe Polyurethane Coving Render

Introduction
Vuba-Screed Verticrete is a polyurethane 
cove and wall resin render. This food-safe and 
non-taint coving system is designed to provide 
seamless, hard wearing and chemical resistant 
protection in the most demanding industrial 
environments

Composition
Verticrete is a water based heavy duty 
polyurethane resin system.

Size
18 kg Unit

Components
Each unit of Vuba-Screed Verticrete comprises 
of three components: Resin A, Activator B and 
Aggregate C. All components are pre-weighed 
and ready to mix.

Coverage Guide
You can expect to achieve up to 6 linear metres 
to a height of 150mm with a base of 100mm 
and a full radius. 

Appearance
Verticrete provides a textured and easy to clean 
matt coloured surface, providing an attractive 
and hygienic finish.

Note: Due to the different aggregates used 
in this vertical grade material, a variation in 
surface texture and colour density between the 
polyurethane floor screed and coving should 
be expected.

Availability
We aim to dispatch all standard orders received 
before 12pm for next day delivery. Custom 
colours and non-stock items may take up to 
3-5 days.

Typical Installations
Vuba Polyurethane Coving Render is ideal 
for coving, plinths, bases, drain linings 
and bunds in wide range of wet and dry 
processing environments. Typically installed 
in pharmaceutical and chemical industries as 
well as food factories, breweries, dairies and 
commercial kitchens requiring highest level of 
hygiene and chemical resistance.

Tip: This product can be used to repair 
fine cracks, blisters and holes in existing 
polyurethane or Ultracrete resin floor screeds; 
simply rub in once mixed, with a sponge and/
or rag and a trace of solvent to achieve a neat 
finish. 

Durability
Vuba-Screed Verticrete exhibits excellent 
durability, abrasion resistance and long term 
protection against chemical attack. The life 
expectancy is 10 years plus, dependent on 
exposure to abrasion. 

Thickness
You should aim to apply Verticrete coving 
render at 4mm for best results. 

Substrates
Verticrete adheres well to good condition and 
stable concrete and cementitious screeds. You 
should always apply onto Epibond epoxy tack 
coat for a high strength bond. Other substrates 
such as metal and plywood will work, providing 
it is structurally sound and not subject to any 
movement or significant vibration. Please 
contact us for alternative types of substrates. 

Samples
To ensure that you are choosing the right 
product for the job, we always recommend 
purchasing an appropriately small amount 
to trial first. This allows you to gauge the 
achievable coverage as well as seeing the 
type of finish and colour in person, which may 
sometimes appear differently to on the screen 
or printed out. This is also a good chance to 
practice the application method which may 
be a useful process if previous experience with 
polyurethane coving is limited. Hard samples 
are also available upon request and can usually 
be posted within 1-2 days.  

Preparation
Substrates should be clean, dry, sound and free 
of surface laitance. Ensure the full substrate 
is structurally sound with no movement as 
Verticrete is not a flexible product. Please refer 
to the Vuba Floor Preparation Guide for further 
information. 

Tip: Screw in Vuba stainless steel birds beak 
trim to the appropriate height before priming 
and application. Installing birds beak gives the 
installer a protective edge to butt up to for a 
hygienic finish. 

Priming
Mix and apply Vuba-Prime Epibond tack coat 
primer as per the product data sheet; allow 
typically 45-60 minutes for the applied primer 
to go tacky before installing you Verticrete 
coving. 

Important: Be sure to prime all areas; any un-
primed surfaces may be subject to debonding 
and cause slumping on application.

Application Conditions
Your polyurethane coving render should be 
applied in temperatures over 8°C with no 
condensation and surface temperature in the 
range of 5-20 °C.

Note: Do not pre-warm this product as 
working times will be substantially reduced if 
materials are warm. Avoid high temperatures 
during application and curing which may 
cause overheating and blistering as well as a 
significantly reduced pot life and workability.
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Mixing
Mix the coloured resin ensuring the re-dispersion 
of any settled pigment, then add hardener and 
mix both components together thoroughly for 
at least one minute until even coloured. Then 
add the Vuba-Screed Verticrete aggregate 
steadily until a homogeneous mix of the three 
components is achieved.

Tip: Ensure you have a mixing area clearly set out 
and you have planned the application process 
well before mixing, ensuring all tools are ready to 
be used so that the product pot life can be used 
effectively. 

Application Technique
Apply to pre-primed areas with a coving trowel 
to form the skirting as required, butting up to 
pre-installed Vuba birds beak. Ensure the mixed 
product is used well within the pot life and work 
to a ‘wet edge’ at all times. 

Tip: Clean your trowel regularly with Vubasolve 
xylene solvent to prevent sticking and to improve 
the surface finish.

Tool Cleaning
Vubasolve xylene solvent should be used to 
clean any reusable tools. Splashes or spillages can 
also be removed with the help of Vubasolve and 
wiping with rags.  

Cure Schedule (Assumed 20˚C)
Pot life (from mixing)*  15 minutes 
Recoat time   3 hours  
Light traffic   12-16  hours 
Full traffic   24 hours 
Full chemical cure   3-5 days 

* Usable working life of material following 
mixing and immediate  spreading as per the 
application instructions. The above cure times 
are approximate and given as a guide only. These 
times can vary due to prevailing site conditions 
including ambient and substrate temperature. 

Maintenance
Vuba-Repair Verticrete can be easily maintained 
and cleaned with a floor scrubber utilising 
Vuba-Supaclean heavy duty alkaline cleaner to 
enhance and maintain the life expectancy. All 
surfaces should be thoroughly rinsed with clean 
water after the use of chemical cleaners. This 
food-safe polyurethane resin coving is resistant to 
hot water and steam water.

Temperature Resistance 
Product is resistant to temperatures up to 85°C 
when applied at a minimum of 4 mm thickness.  

Technical Data
FeRFA Category:   n/a
Abrasion Resistance 
(Method BS8204 /ASTM D4060) 0.15
Temperature Resistance  up to 85 °C @ 

5mm
Chemical Resistance  Excellent 
Compressive Strength  26 N/mm2
Flexural Strength   4.4 N/mm2
Tensile Strength   1.9 N/mm2
VOC     5 g/l (full mixed 

unit)

Storage 
Store off the ground in un-opened packs in a dry 
store, keep out of direct sunlight. Store in a dry 
place, not below 15oC.

Shelf Life 
12 Months - Resin and Hardener, 3 Months - 
Aggregate

Health and Safety
Please refer to the Vuba-Screed Verticrete Safety 
Data Sheet before use, provided in compliance 
with the requirements of EC Directive 91/155.

 

 

 

Colours

Note: The colours represented here act as 
a guide only. If the colour or final aesthetics 
are of prime concern, please contact us and 
request an actual sample of the required 
colour and product. Colour matching to 
RAL or BS can be offered on request from 
the Technical Department. We reserve the 
right to adjust or discontinue any colour in 
any range. 

Important: Verticrete will yellow with the 
effect of UV light however this does not in 
any way affect the durability of the floor 
finish. Darker colours will not show this effect 
as much as light colours.
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Kingfisher Blue

Marigold Yellow

Forrest Green

Sterling Grey Flint Grey

Salsa Red


